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CT-5202 FFP2 NR Filtermaske EN 149:2001 + A1:2009
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Certificate of Module C2 production monitoring for
equipment within the scope of Personal Protective
Equipment Regulation (EU) 2016/425 Category lll

FPC Certificate No.: CE-PC-200227-018-FPC-B

Certificate SHANDONG SHENGQUAN NEW MATERIALS CO., LTD
holder: Diaozhen Industrial Development Zone, Zhangqiu, Jinan, China
The scope of the The manufacture of respiratory protective devices

certification for:

See annex for articles covered by this certificate
Validity from: 2020-04-10
To: 2021-04-09

CCQS Certification Services Limited In its role as a Notified Body for PPE Regulation, is menitaring that the
manufacturer is praducing PPE in conformity with the type described in the EL type-examination certificate and
associated technical file and which satisfies the Essential Health and Safety Reguirements of the Regulation.

The equipment covered by this certificate is listed in the accompanying schedule. This certificate is not complete and
has no validity without the accompanying schedule and revision index.

The manufacturer is hereby authorized to affix our Motified Body number, 2834, to each item of PPE mentioned in the
schedule which accompanies this certificate whilst this certificate remains valid.

This cestificate and the accompanying schedule remain the property of CCQS and maybe withdrawn or revised at any
time if CCOS considers that the equipment is no longer in conformity with the requirements of the Regulation.
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CCQs Certification Services Limited el O
Block 1 Blanchardstown Corporate Park, Ballycoolin Road, Blanchardstown, [Jublin’lg.?fﬁﬂa
D15 AKK1, Ireland
Tel: +00 353 1 588 6920 Websile: www.ccqs.co.uk E-mail: info@ceqgs.ie Page 1 of 2
If in any doubt about the integrity of this cenificate, please contact CCOS by emall to verify. (FEZ20.018, Rev.1)
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Schedule of Module C2 production monitoring for
equipment within the scope of Personal Protective
Equipment Regulation (EU) 2016/425 Category lll

Schedule to CCQS FPC Certificate No.: CE-PC-200227-018-FPC-B

Product reference and description Reference standard
Particle filtering half mask Model: SNN70370B EN 149:2001 + A1:2009
Particle filtering half mask Model: SNNTO369B EN 149:2001 a4 BAG9
Particle filtering half mask | Model: SNN200647 EN 149:200%5+ '-..- 5,“3@9—

Certificate Revision. Revision details
B Initial issue

This schedule has no validity without the accompanying certificate.

This schedule and the accompanying certificate remain the property of CCQS and
maybe withdrawn or revised at any time if CCQS considers that the equipment is no
longer in conformity with the requirements of the Regulation.

CCQS Certification Services Limited

Block 1 Blanchardstown Corporate Park, Ballycoolin Road, Blanchardstown, Dublin15,

D15 AKKA, Ireland

Tel; +00 353 1 588 6920 Website: www.ccgs.co.uk E-mail; infoi@cogs.ie Page2of 2
If in any doubt about the integrity of this certificate, please contact COCQS by email to vanify. (Fmz20-016_ Aev 1)
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Module B EU Type-Examination Certificate

For the requirements of PPE Regulation 2016/425
Certificate No.: CE-PC-200227-018-01-9C

Certificate Shandong Shengquan New Materials Co., Ltd.
holder: Diaozhen Industrial Development Zone, Zhanggiu, Jinan, China
Product: Particle filtering half masks
Detailed product description listed in the Annex
Model(s): See Annex
Standard(s): EN 145:2001 + A1:2009 Respiratory protective devices - Filtering half
masks to protect against particles - Requirements, testing, marking
Issue date: 2020-04-10
Revision date: 2020-06-18
Expiry date: 2025-04-09

The product(s) on this certificate and the Technical File have been assessed and found to be in
conformance with the applicable Essential Health and Safety Requirements in Annex |l of the
PPE regulation 2016/425.

Any changes to the design, manufacturing location or manufacture of the PPE product certified
here must be advised to CCQE Certification Services Limited for review.

CE marking shall not be applied until the requirements of all the PPE Regulation 2016/425 and
relevant EN Harmonised standards andfor Technical specifications have been met

If the cartified product is Category Il then this certificate is only valid if used in conjunction with
Conformity Assessment against Module C2 or Module D.

This certificate remains the property of CCQS and maybe withdrawn at any time if it is
considered that the eguipment is no longer in conformity with the requirements of the PPE

Regulation 2016/425,
<0S ffﬂ'!,;.o
Approved by Ireland Approyegby: * 4 N \
Government A lu'r *J. ) L
as a MNotified Body il ?_.ﬂ.-’fxl%f; f |
for CE Marking No.2834 \ ,A":*_- + :’l
CCQS Certification Services Limited 'ﬁrca“

Block 1 Blanchardstown Corporate Park, Ballycoolin Rioad, Blanchardstown, Dublin15,

D15 AKK1, Iretand

Tel: +00 353 1 588 6920 Website: www.ccgs.couk  E-mail: info@ecgs.ie Page 1 of 2
If in any doubt about the integrity of this cerificale, please contact CCQS by email to verify (FmZ20-017, Rev.1)
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Module B EU Type-Examination Certificate

Annex

For the requirements of PPE Regulation 2016/425
Certificate No.: CE-PC-200227-018-01-8C

Applicable standards and specification:
ENM 149:2001 + A1:2009 Respiratory protective devices - Filtering half masks to protect against
particles - Requirements, testing, marking

Model reference Product description
SNNT03T0B Folding particle filtering half mask with adjustment ear loops
without valves, internal metal nose clip
Class: FFP2 NR
Test report No.:2020(D) - 0005
SNNT0362B Folding particle filtering half mask with adjustment ear loops
without valves, internal metal nose clip
Class: FFP2 NR
Test report No.:2020(D) - D004
Certificate Revision Revision date Revision details
B 2020-04-10 Initial issue
c 2020-06-18 Editarial change to description to
include g’% Iiaggl
APl

CCQS Certification Services Limited

Block 1 Blanchardstown Corporate Park, Ballycoolin Road, Blanchardstown, Cublin15,

D15 AKK1, |refand

Tel +00 353 1 588 6920  Website; www.cogs.co.uk
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E-mail: infof@ocgs.ie Paga 2 of 2

If in any doubt about the integnty of this certificate, please contact CCQOS by emall to verily. (Fm220.01 7, Rev. 1)
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SHANDONG SHENGQUAN NEW MATERIALS CO LTI,
ADY: Disorhen [ndustrinl Development Zone, Zhanggiv, Skandong . China

TEL; (6-531-8350123%835] 1609 FAX: DDRG-531-8351 1336
Web: www shengquan, com E-Miail: gpwimbiershenaguan cm

SHENGQUAN

EU Declaration of conformity

for personal protective equipent
according to Regulation (EU) 2016/425

C€

Name of the Manufacturer: Shandong Shenggquan New Materials Co., Lul.
Address: Diaozhen Industrial Development Zone, Zhanggiu, Jinan, China

Product name: Particle filtering half mask
Models/ REFs : SNN200647, SNNT03T0B, SNNT0369B

We, as a manufacturer of the above products, herehy declare that the above Personal
Protective Equipment (PPE) products are in conformity with the provisions of Regulation
(EL) 2016/425, including fulfilment of the applicable essential health and safety
requirements set out in Annex Il, and with the National Standard transposing the
harmonised European Standard Number

EN 149:2001+A1:2009

and are identical to the PPE which are the subject of EU type-examination (Module B of
Regulation (EL') 2016/425) referenced on the following certificates:
CE-PC-200324-094-01-9C (issue date 1{1.04.2020)

CE-PC-200227-018-01-9C (issue date 10.04.2020)

issued by

CCQS Certification Services Limited, Block 1 Blanchardstown Corporate Park,
Ballycoolin Road, Blanchardstown, Dublin 15, D15 AKKI, Ireland

and are subject to the procedures set out in Module D of Regulation (EU) 2016/425

under the surveillance of CCOS (Notified Body number 2834),

Signed by: Chu

President

Date: 1 8th June !
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National Quality Supervision and

& ‘"':_ll;'“?-. Testing Center for Personal
= Hj = Protective Equipment (Beijing)
W No.55 Taoranting Street, Xicheng District,
— — Beijing, China,
% ﬂﬁ Phone: +86 10 63519250
EV AR TESTING Fax: +86 10 63519250

ekl CNAS L1499

The Testng Ceafer is accredited for compliance with ISOIEC 17025
The results of tests, calibmtiens and'or measwenients nchaded 1n thas docwnent are traceable to Clunese'nahonal standards
CHAS 1 & npostory to the ILAC mutual recopmbon armngement for the ol recogmbon of the squivalence of testmg. calibmbion and inspechon reports

TEST REFORT
Particulate respirator-half facepiece
EN 149: 2001 +A1: 2009 Respiratory protective devices — Filtering half masks to protect against particles
Requirements, testing, marking

Product: Biomass Graphene Particulate Respirator
Report No: 2020 (D) - 0004
Client: CCOS UK LTD
Contact: Hu Xiaoming
Model (s): SNNT0369B
Date(s) of tests: 2020.03.11-2020.03.24
DESCRIPTION OF SAMPLES
General Information Cl;;%gf;g“ g:; i'[n? Eﬂ;ﬁ;ﬂj
Manufacturer Shandong Shengquan New Materials Co., Ltd
Manufacturer Address Industry Development Zones, Diaozhen Town, Zhanggiu, Shandong

Signed: % 1,) é % Issued: 2020.3.25

Wil Chen Zhuowei
Authorized Signatory, Lab Director

approved extract has been obtained in writing.
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Report No: 2020 (D) - 6004
Test Resulls

7.3 Visual inspection Pass
The visual inspection shall inciude the marking and information supplied by the manufactrer.

7.4 Package Pass!
Particle filtering half masks shall be offered for sale packaged in such a way that they are protected against

mechanical damage and contamination before use,
Notel: In accordance with the requirement.

7.5 Material Pass®
Materials used shall be suitable to withstand handling and wear over the period for which the particle filtering
half mask is designed to be used,

Any material from the filier media released by the air flow through the filter shall not constitute a hazard or
nuisance for the wearer.

After undergoing the conditioning described in 8.3.1 none of the particle filtering half masks shall have suftered
mechanical failure of the facepiece or straps.

When conditioned in accordance with 8.3.1 and 8.3.2 the particle filtering half mask shall not collapse.
Notel: No mechanical failure after undergoing the conditioning described in 8.3.1. No collapse when conditioned in
accordance with 8.3.1 and 8.5,

7.6 Cleaning and disinfecting N/A?
If the particle filtering half mask is designed to be re-usable, the materials used shall withstand the cleaning and
disinfecting agents and procedures to be specified by the manufacturer.

Noted: Singhe shift nse only.

7.7 Practical performance Pass?
The particle filtering half mask shall undergo practical performance tests under realistic conditions,
Noted: No imperTections,

7.8 Finish of parts Pass’
Parts of the device likely to come into contact with the wearer shall have no sharp edges or burrs.
NoteS: No sharp edges or burs,

7.9.1 Toial inward leakage Pass®

For particle filtering half masks fitted in accordance with the manufacturer’s information, at least 46 out of the 50
individual exercise results (i.e. 10 subjects x 5 exercises) for total inward leakage shall be not greater than:
25% for FFPL, 11% for FFP2, 5% for FFP3

and, in addition, at least 8 out of the 10 individual wearer anthmetic means for the total inward leakage shall be
not greater than

22% for FFP1, 8% for FFP2, 2% for FFP3

Notef: FFPL respirntor. Test results are shown in Annex A Table 7.9.1-A&B.

7.9.2 Penetration of filter material Pass’
The penetration of the filter of the particle filtering half mask shall meet the requirements of Table 1.
Sodium chioride test 95 Lmin Paraffin oil test 95 ['min
FFF1 =20% =20%
FFE2 =f% = 5%

This report may not be published excapt in full unless permission for the publication of an appeoved extract has been obtained i writing,
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Report Mo: 2020 (D) - 0004
NoteT: FFP2 respirator. Test results are shovwn in Annex A Table 7.9.2.

7.10 Compatibility with skin Pass®
Materials that may come into contact with the wearer’s skin shall not be known to be likely to cause iritation or
any other adverse affect to health.
Notef: Mo brilation or any other adverse effect (o health.

7.11 Flammalbility Pass®
When tested, the particle filtering half mask shall not bum or not to continue to bum for more than 5 5 after

removal from the flame.
Note®: Test resulis are shovwn in Annex A Table T.11.

7.12 Carbon dioxide content of the inhalation air Pass!®
The carbon dioxide content of the inhalation air (dead space) shall not exceed an average of 1.0 % (by volume)
Note10: Test results are shown in Annex A Table 7.12.

7.13 Head harmess Pass!!
The head hamess shall be designed so that the particle filtering half mask can be donned and removed easily.
The head hamess shall be adjustable or self-adjusting and shall be sufficiently robust to hold the particle filtening
half mask firmly in position and be capable of maintaining total inward leakage requirements for the device.
Notell: Head harness can be donned and removed easily, sdjustable or sell-adjusting and have safMiciently robust to hold
the particle filtering half mask firmly.
7.14 Field of vision Pass"
The field of vision 15 acceptable if determined s0 in practical performance tesls.
MNotel2: Pass the practical performance fests,
7.15 Exhalation valve N/AM
A particle filtering half mask may have one or more exhalation valve(s), which shall fonction correcily in all
orientations,
If an exhalation valve is provided it shall be protected agaimst or be resistant 1o dint and mechanical damage and
may be shrouded or may include any other device that may be necessary for the particle filtering hall mask to
comply with 7.9.
Exhalation valve(s), if fitted, shall continie 1o operate correctly after a continuous exhalation flow of 300 I'min
over a period of 30 s,
When the exhalation valve housing is attached to the faceblank, it shall withstand axially a rensile force of 10N
applied for 10 s.
Noteld: No exhalation valve.
7.16 Breathing resistance Pass™
Classification | Maximum permitted resistance {mbar)
| Inhalation Exhalation
i 30 V'min 95 I'min 160 Vmin
FFPl 0.6 2.1 50
FFP2 0.7 24 30
FFP3 1.0 10 3.0

Notel4: FFP? respirator Test resulis are shown in Anmex A Table 7.16.

This report may not be published except in full unless permdssion for the publication of an approved extract has been obiained in writlng
CEEARPIEREREREER D P EEED
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Report No: 2020 (D) - 0004

7.17 Clogging

7.17.2 Breathing vesistance
Valved particle filtering half masks:
After clogging the inhalation resistances shall not exceed:
FFP1: 4 mbar, FFP2: 5 mbar, FFP3; 7 mbar at 95L/min continuous flow
The exhalation resistance shall not exceed 3 mbar at 160 L/'min continuous flow

Valveless particle filtenng half masks
After clogging the inhalation and exhalation resistances shall not exceed:
FFP1: 3 mbar, FFP2: 4 mbar, FFP3: 5 mbar at 951 /min continuous flow

7.17.3 Penetration of filter material

Sodium chioride test 95 'min Paraffin o1l test 95 Umin
FFP1 =20% =20%
FFP2 =6% =6%
FFF3 =1% =1%

Notel5: Single shift use only.

7.18 Demountable parts N/ALE

All demeuntable parts (if fitted) shall be readily connected and secured, where possible by hand
Noteld: No demountable paris,

9 Marking Not tested
9.1 Packaging

The following information shall be clearly and durably marked on the smallest commercially available packaging
or legible through it if the packaging is transparent.

9.1.1 The name, trademark or other means of identification of the mannfacturer or supplier,

9.1.2 Type-identifying marking.

9.1.3 Classification

The appropriate class (FFP1. FFP2 or FFP3) followed by a single space and then: "NR" if the particle filtering half
mask is limited to single shift use only. Example: FFP3 NE. or "R" if the particle filtering half muask 15 re-usable.
Example: FFP2R D.

9.1.4 The number and year of publication of this European Standard.

9.1.5 At least the vear of end of shelf life. The end of shelf life may be informed by a pictogram as shown in Figure
124, where yyyy/mm indicates the year and month.

9.1.6 The sentence *sze information supplied by the manufacturer’, at least in the official language(s) of the country
of destination, or by using the pictogram as shown in Figure 12b,

9.1.7 The manufacturer's recommended conditions of storage (at least the temperature and humidity) or equivalent
pictogram, as shown in Figures |2c and 12d.

9.1.8 The packaging of those particle filtering half masks passing the dolomite clogging test shall be additionally
marked with the letter "D, This letter shall follow the classification marking preceded by a single space.

9.2 Particle filtering half mask
Particle filtering half masks complying with this European Standard shall be clearly and durably marked with the
following:

9.2.1 The name, trademark or other means of identification of the manufacturer or supplier.
0.1.2 Type-identifying marking.

This report may oot be publistied except in full unless permission for the publication of an approved extract las been oblained in writing

EoEREPIEEREREER OMEE



CHEM-TEC Chemisch-technische Betriebsmittel Bert H. Naujoks GmbH

Florinstr. 14 D-56218 Mulheim-Karlich beiKoblenz ~ Telefon +49 (0)261 - 9 27 07 0
Postfach 1132 D-56207 Miilheim-Karlich Telefax +49 (0)261 -9 27 07 39 -

Internet www.chem-tec.de E-Mail info@chem-tec.de

Report No; 2020(1) - 0004

9.2.3 The number and vear of publication of this European Standard.
9.2.4 Classification

The appropriate class (FFP1. FFP2 or FFP3) followed by a single space and then: "NR" if the particle filtering
half mask is limited to single shift use only. Example: FFP3 NR. or "R" if the particle filtering half mask is
re-usable. Example: FFP2 R D.
9.2.5 If appropriate the letter D (dolomite) in accordance with clegging performance, This letter shall follow the
classification marking preceded by a single space
9.2.6 Sub-assemblies and components with considerable bearing on safety shall be marked so that they can be
identified.

End of Test Results

This report may ot be publizhed except in full unless penmission for the publication of an approved extract has been obtained m writing.
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Annex A: Summarization of Test Data

Table 7.9.1-A Inward leakage test data
Test specification: EN 149-2001 Clause 8.5

Subject Sﬁle Condition | Walki%u) Si di?:!:lﬂi"fu] up/ dl-ilzzg[“.-hl Talk(®*s) | Walk{%) | Mean(%:)
Yi 1 AR 5.74 5.85 5.83 5.83 5.74 5.8
Gong 2 AR 5_6_? 5,72 5.89 5.82 5.71 5;3
Yu 3 AR 4.43 4.56 452 4.66 4.55 4.5
Zhi 4 ﬁ..R._ 4.61 4.78 4.86 4 .85 4.72 4.8
Fang 3 AR. 451 4,93 5.05 517 5.06 5.0
Hu | 6 T.C. 5.34 549 5.51 5.59 5.43 5.5
Xu 7 T.C. 5.33 557 554 5.48 5.49 5.5
Dﬁ_];_ F 3_ . T.C. | ;:4; 9 Sl 5,63 | 5.57 (7 iﬁ_'i | 5.47 j _5-.; =
Zhang 9 TLC. 5.42 332 3.69 554 5.54 XA
Liu 10 TE. 5.56 5.61 5.78 5.76 5.61 5.7
A0 out ﬂt'lhelili].in.dividua_l f!u:n?ise results = 11% s
10 of the 10 individual arithmetic means = 8 %

Table 7.9.1-B Facial dimension

Subject | Face length | Face Width | FaceDepth | Mowth Width
Yi 120 130 108 59
Gong 122 140 115 65
Y 119 160 139 55
Hu iz 122 119 63
Xnu 110 120 118 60
Deng 1135 119 110 59
“Zhang | 12| 1 TER T
Liu 103 130 104 50
Zhi 118 139 130 63
Fang 115 129 120 0
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Table -7.9.2 Penetration of filter material
Test specification; EN 149-2001 Clause 8.11

Aerosol Condition Saingle |  ensiRto Assezgment
No. {%a)
11 1.51
As received 12 1.65
13 1.52
14 1.56
Sodinm
chloside s Simulated wearing treatment 15 1.63
16 1 .68
17 158
Mechanical strength+ Temperature
B 18 1.5T
conditioned
19 1.61
» | Su | g
As received 21 491
22 5.15
23 492
Pm‘igsl:] o Simulated wearing treatment 24 5.36
25 5.2%
26 527
Mechanical suet?glth*- Temperature 27 514
conditioned .
28 531
Flow conditioning: Single filter: 95.0 L'min
Table 7.11 Flammability
Test specification: EN 149-2001 Clause 8.6
Condition 5332:1& Result Assessment
29 Burn for 2 s
As received
30 Burn for 2 s
Pass
Temperature 3l Bum for 2 5
conditioned 12 Purn ol &
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